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ANTENNA LOCATIONS AND NEAREST ORDNANCE OPERATION AREAS


ANTENNA LOCATIONS AND NEAREST ORDNANCE OPERATION AREAS

	Building Number and
Building Name
	Latitude
	Longitude
	Antenna Height Above Ground
(feet)
	HERO Zone of Antenna
	Nearest Ordnance Operation Area
	HERO Zone
of Ordnance Operation Area
	Distance to Nearest Ordnance Operation Area
(feet/meters)

	MARS TOWER 2 (COMMS)
	38.529842
	-77.327286
	40
	2
	MCB-1 (PRIMARY ROUTE)
	2
	5649/1722

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	



















SYSTEM SPECIFICATIONS AND HAZARDS OF ELECTROMAGNETIC RADIATION TO ORDNANCE SAFE SEPARATION DISTANCES
SYSTEM SPECIFICATIONS AND HERO SAFE SEPARATION DISTANCES

	
	Separation Distances

	Antenna Location
	Antenna Nomenclature
	Antenna Type
	Antenna Gain (dBi)
	Transmitter Frequency (MHz)
	Transmitter Avg. Power (watts)
	Transmitter Type
	HERO UNSAFE ORDNANCE (feet/meters)
	HERO SUSCEPTIBLE ORDNANCE (feet/meters)

	MARS TOWER 2 (COMMS)
	SINCLAIR 
SY303-SF15NM
	YAGI
	8.1
	403-430
	50.0
	HARRIS CS7000 CONTROL STATION WITH 
UNITY XG-100M RADIO
	128/39
	32/10

	MARS TOWER 2 (COMMS)
	DBSPECTRA DS1F06F36U
	OMNI
	8.2
	140-164
	50.0
	HARRIS CS7000 CONTROL STATION WITH 
UNITY XG-100M RADIO
	373/114
	93/28

	MARS TOWER 2 (COMMS)
	DBSPECTRA DS7A08F36U
	OMNI
	10.2
	762-869
	35.0
	HARRIS CS7000 CONTROL STATION WITH
 UNITY XG-100M RADIO
	72/22
	18/5




















SYSTEM SPECIFICATIONS AND HAZARDS OF ELECTROMAGNETIC RADIATION TO PERSONNEL AND FUEL SAFE SEPARATION DISTANCES

SYSTEM SPECIFICATIONS AND HERP/HERF SAFE SEPARATION DISTANCES

	
	Separation Distances
	

	Antenna Location
	Antenna Nomenclature
	Antenna Type
	Antenna Gain (dBi)
	Transmitter Frequency (MHz)
	Transmitter Max. Avg. Power (watts)
	Transmitter Type
	Controlled HERP (feet/meters)
	HERF (feet/meters)
	Control Measures

	 MARS TOWER 2 
(COMMS)
	SINCLAIR 
SY303-SF15NM
	YAGI
	8.1
	403-430
	50
	HARRIS CS7000 CONTROL STATION 
WITH UNITY XG-100M RADIO
	4.6/1.4
	9.8/3
	NONE

	 MARS TOWER 2 
(COMMS)
	DBSPECTRA DS1F06F36U
	OMNI
	8.2
	140-164
	50
	HARRIS CS7000 CONTROL STATION 
WITH UNITY XG-100M RADIO
	5.2/1.6
	56/17
	NONE

	 MARS TOWER 2 
(COMMS)
	DBSPECTRA DS7A08F36U
	OMNI
	10.2
	762-869
	35
	HARRIS CS7000 CONTROL STATION 
WITH UNITY XG-100M RADIO
	3.6/1.1
	9.8/3
	NONE





















RADIATION HAZARD CONTROL MEASURES


RADHAZ CONTROL MEASURES
	Item
	Location
	Source
	Control Measure
	Qty
	Installation Method

	MARS TOWER 2-1
	MARS TOWER 2 - COMMS
	VARIOUS
	TYPE 2 SIGN(S)
	A/R
	POST SIGN(S) AT EYE LEVEL AT TOWER ACCESS POINTS 


A/R = As Required
